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PROTOCOL

KONTACTTM  IMPLANT
LENGTHS 20 MM, 22 MM, 24 MM
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Open the cardboard packaging kept 
sealed by the tamper-proof labels.

Open the blister to let the tube drop 
on the sterile area. 

Open the cap. The covering screw is 
screwed on top of the cap. 

Grip the implant with the manual or 
contra-angle screwdriver.

IMPLANTS PLACEMENT

•	 Tube + Cap
•	 Titanium stop ensures complete contact with the implant
•	 Blister pack and cover guarantees the sterility of the implant
•	 Cardboard packaging sealed with tamper-proof labels
•	 Traceability labels.

Identification
label on the 
tube.

PACKAGING

The colour of the cap varies according to the diameter of the implants, 
according to the color code of the KontactTM line. 
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Crestal implant position.

Implant that can be buried 2 mm subcrestally 
in order to promote bone regrowth over the 
implant. 

1.

2.

Recommanded

1. 2.

Drilling for Ø 3.6 mm, 2 mm subcrestal 
implant placement. 

Drilling for Ø 4.2 mm, 2 mm 
subcrestal implant placement. 

5 Drilling protocol  Instrument Rotation speed 

1.5 / Ø 2 mm Drills 1500 rpm 

Yellow, magenta and blue drills  1000 - 1200 rpm 

Green and orange drills 700 - 900 rpm 

Reamer drill 200 rpm 

Implant 15 rpm 

Recommended
drilling speeds

6 angular marks representing the connector tops.

It is recommended to place on of the marker in vestibular.

1 mm graduation 
to estimate the burying

SPECIFICATION FOR USING THE IMPLANT MOUNTDRIVER:
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IMPLANTS PLACEMENT

The KONTACTTM implants of lengths L20/22/24 mm are dedicated to complete 
rehabilitations on 4 implants in the maxillary arch. 

Two implants are vertically placed in the anterior region and two posterior implants 
are leaning along the nasal cavity of the wall.

The inclination of distal implants between 30° and 45° to the occlusal plan 
means that longer implants (L20/22/24mm) can be used for bi-cortical integration 
in the anterior bone of better quality, and in optimal positions to avoid anatomical 
obstacles. Surgery can be assisted by Biotech Dental’s maxillary drilling guide 
(ref.: EAGMX) to ensure the correct inclination of long distal implants.

The practitioner can then rehabilitate a complete toothless arch, even if it has 
minimum bone volume;
The good primary stability of the implants (via bi-cortical integration) enables an 
immediate loading during surgery;
Immediate loading enables an easily transition for patients, especially for those 
who will be toothless during surgery.

KONTACTTM IMPLANTS REFERENCES

References Diameter Length 

K3620

Ø 3,6 mm

20 mm

K3622 22 mm

K3624 24 mm

K4220

Ø 4,2 mm

20 mm

K4222
22 mm

K4224
24 mm

References Designation

  
KFE20XL

Pilot drill Ø 2.0 mm 
L20-22-24 mm implants

KFE30XL
Step drill Ø 3.0 mm 

L20-22-24 mm implants

KFE36XL
Step drill Ø 3.6 mm 

L20-22-24 mm implants

KFE42XL
Step drill Ø 4.2 mm 

L20-22-24 mm implants 

KJP20XL Depth gauge Ø 2.0 mm XL

KJP30XL
Drilling depth gauge terminal 

Ø 3.0 mm XL

KJP36XL
Drilling depth gauge terminal 

Ø 3.6 mm XL

KJP42XL
Drilling depth gauge terminal 

Ø 4.2 mm XL 

KXLK
Surgery kit for long
Kontact™ implants 

KXLKV
Empty surgery kit for long

Kontact™ implants 

KONTACTTM  INSTRUMENTS REFERENCES
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Biotech Dental
305, Allées de Craponne 

13300 Salon-de-Provence - FRANCE

Tél. : +33 (0)4 90 44 60 60 
Fax : +33 (0)4 90 44 60 61

info@biotech-dental.com

www.biotech-dental.com 
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Manufactured by: Biotech Dental.  Biotech Dental - A simplified company limited by shares (S.A.S.) with a capital of €24,866,417 - Corporate and Trade Register of 
Salon de Provence: 795 001 304 - SIRET [business registration number]: 795 001 304 00018 - VAT No.: FR 31 79 500 13 04. Class 1, 2a and 2b medical devices aimed for dental 
implantology. CE0459. Read the instructions carefully. Images are for representation purpose only. Do not throw in public areas. Imprimerie VALLIERE - 163, Avenue du Luxem-
bourg - ZAC des Molières - 13140 MIRAMAS - France. 


